








Optional Equipment (for qualified installers only)

4 Disconnect the molex connector leading to the gas control valve (see Figure 5).
WARNING: The tabs on the gas control valve are fragile. Take care when removing the molex
connector to not pull or damage the wires or tabs.

Figure 5

5 Disconnect the two leads on the back of the control panel for the IPI / CPI switch (continuous pilot
/ greensmart pilot — see Figure 6).

Figure 6

6 Disconnect the comfort control valve connection (see Figure 7). Disconnect the burner control
connector from the fireplace burner control (see Figure 8).

Figure 7 Figure 8
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Optional Equipment (for qualified installers only)

7 Unscrew the on/off/battery plate from the control panel (see Figure 9). Pull the plate and wiring
forward (see Figure 10).

Figure 9 Figure 10

8 The control panel has plastic wire-locks attached to the back (see Figure 11). Un-hook the wires
from the wire-locks and remove the wiring harness, plate, battery holder, and ac adapter (see
Figure 12). These items may be discarded.

Figure 11 Figure 12

9 Use the included torx wrench to remove the stock regulator (see Figure 13). These items may be
discarded.

Figure 13
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Optional Equipment (for qualified installers only)

10 The stepper motor (adjustable regulator) has an installation sheet included with it — make sure to
follow all of the directions. Place the stepper motor on the gas control valve (see Figure 14) —
MAKE SURE IT IS CORRECTLY ORIENTED. Secure using the screws included with the motor

(see Figure 15) — tighten to 25 Lb-inches. Leak test this area after installation to verify proper
installation.

Figure 14 Figure 15

11 Place the GreenSmart wiring harness in front of the fireplace, noting the position of each
connector (see .Figure 16).

Figure 16

12  Attach the wiring harness to the burner control (see Figure 17). Attach the gas control valve
molex connector (see Figure 18).

Figure 17

Figure 18
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Optional Equipment (for qualified installers only)

13  Attach the blue and white wires to the IPI/CPI switch (see Figure 19). Connect the wiring
harness to the stepper motor (see Figure 20).

Figure 19 Figure 20

14  Attach the wiring harness to the comfort control valve connection (see Figure 21).

Figure 21

15 Place the fan controller near the front of the fireplace to the left and connect it to the wiring
harness (see Figure 22). Attach the power cord from the fan controller to the AC connection (see
Figure 23). MAKE SURE TO TURN THE FAN CONTROLLER ON (“-“ SYMBOL).

x

Figure 23

Figure 22
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Optional Equipment (for qualified installers only)

16  Disconnect the power lead from accent light and connect it to the power lead included with this kit
(see Figure 24). Attach the power lead to the fan controller in the “AUX OUT"” receptacle (see
Figure 25).

Figure 24 Figure 25

NOTE: If using the optional fan, you will want to disconnect its power lead and connect it to
the extra power lead included with this kit, then connect it to the “FAN”" receptacle on
the fan controller.

17  Attach the included velcro to the bottom of the fan control module and to the base of the fireplace

near back left of the fireplace. Slide the fan controller into place and secure using the velcro
(see Figure 26).

Figure 26
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Optional Equipment (for qualified installers only)

18 Pull the “RECEIVER” connector through the control panel and attach to the receiver (see Figure
27). Then attach the receiver to the control panel with the two #8 machine screws (see Figure

Figure 27 Figure 28

19 Place batteries into the receiver and transmitter (see Figure 29). Calibrate the receiver to the
transmitter (see Figure 30 - use a paperclip to press the “PRG” button, let it beep, then press any
button on the transmitter — the receiver should beep 5 times — see the operating instructions for
further details).

: Figure 30
Figure 29

20 Place the receiver coverplate (and switch) over the receiver (see Figure 31) and attach with the
two screws included with the receiver (see Figure 32)

o S T e A
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Optional Equipment (for qualified installers only)

Figure 31 Figure 32

21 Clip any excess wiring into the wire clips on the back of the control panel (see Figure 33). Use
the included wire ties, if necessary, to keep all wiring from contacting any hot or moving
components. Re-attach the control panel (see Figure 34) and shroud (see Figure 1).

W

Figure 33 Figure 34

22 A wall mount is included with this kit for the remote. It may be mounted to the wall for easy
access and storage. Use the included drywall anchors (and screws) to secure it to the wall (see
Figure 35).

Figure 35

23  Restore power to the fireplace and test operation of the remote (see the instructions included with
the remote).
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Optional Equipment (for qualified installers only)
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